
Quick Guide Ambu® Manikin Management Module
Quick Course: Start several manikins at the same time

This guide explains the new functionality “Quick Course” which 
you can use to start quickly a new session on several manikins 
simultaneously when they are connected to each other. 

Please consider the quick guide “Create a wireless access point” 
in which you will find out how to connect a maximum of 5 client 
devices to 1 host device.

Connect the training devices and control them by the host 
manikin.

1. Access „Controlled session“

Start the host training device and connect your end device to it. Enter 
http://Ambu.login or 192.168.1.1 into the address bar of your browser 
and select „Controlled session“.

2. Manage Quick Course

Now click on the menu item “Quick Course”.

In this view you can see the settings for the session and in the lower 
display all available manikins with their name and IP address.

Select the parameters for your session and click on the “Play” button 

 to open a new training session.

By default, all connected manikins will be started simultaneously which 
can be recognized on the greyed out check boxes. 

Turn
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Continuation: Manage Quick Course

If you want to choose between all connected manikins, change the 
„Manikin“ setting from „All“ to „Selected“ and click on the check boxes 
of the devices you want to start.

After that, click on the „Play“ button  to open a new training 
session.

Note:  The Quick Course is started standardly with the default 
trainees “Trainee 1” and “Trainee 2” and can’t be changed.

3. Surveillance view

Now you see all connected and selected devices in the surveillance view 
where you can start the session on each manikin at the same time or 
independently.

By default, all manikins are selected to start them at once. For this, 

click on the “Play“ button .

Of course, you can also select the manikins you want to start or control 
independently by clicking on the grey button in the upper display with 
the device name and power source. 

To end a session, go to the menu item “Session View“, select the device 

with the grey button and click on the “Exit“ button .

Ambu A/S ∙ Baltorpbakken 13 ∙ 2750 Ballerup ∙ Denmark

Tel. +45 7225 2000 ∙ Fax +45 7225 2050 ∙ www.ambu.com PU
B
-0

0
10

15
 -

 V
0

1 
- 

20
2
1/

0
1 

- 
A

m
b
u
 A

/S
. T

ec
h
n
ic

al
 d

at
a 

m
ay

 b
e 

ch
an

ge
d
 w

it
h
o
ut

 f
u
rt

h
er

 n
o
ti

ce
.


